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OVERHEAD DOORS 
 

 
 

 

 

 

 

 

 

 
 

 

 
 

 

 
 











Planned Maintenance Inspection Details

Sectional Overhead Doors

Door Functionality Door Face and Hardware Lift Counterweight Assembly

• • •

• • •

• • •

• •
•

• • •

• • •

General Service Items Tracks Locks and Accessories

• • • Door locks

• • • Pull ropes

• • •

•
• •

Drive System Electrical Activation Devices

• • •

• • •

• • •

• • •

Sprocket, tensioner and chain

Pneumatic drive system components

Connections and junction boxes

Power disconnect and voltage

Receiver and remotes

Access control system

Operation Types

Safety fail-safe devicesBack up chain hoist

Connection to building Condition and functionality

Check system operation

Safety devices

Activation devices

Door balance and level

Manual disconnect and operation

Manual   -  Chainhoist   -  Electric   -  Pneumatic

Counterweights and assembly

Bottom and top brackets

Shaft, couplers and cablesSections, windows and frames

Weather stripping

Push button and key switches

Support bracing and noise isolation Safety signage

Spacing Bumper and pusher springs

Electrical controller enclosure

Motor, limit switches and relays

www.doorysytems.com
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Loop, treadle hose and sensors

Door connection and J-Arm

Trolley components

Pulleys and pickups

Drums, set screws and bearings

Torsion springs, cones and anchor plates

Safety fail-safe devices

Debris cleared from components hindering 
operation

All parts lubricated

Pickets, mesh and fascia

Hinges, rollers and span braces

All parts inspected and tightened Mount to structure
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